
 
Version 1.6.x 

The February release contains improvements in all aspects of the core scan application, 
requiring us to update most of the software on your tool. This requires the download file size 
to be approximately 500 MB.  Below, are typical download times for various Internet speeds 
for this file size.  Please check your Internet download speed to determine approximate time. 
 
500Mb at 10Mbps  ~   7min 
500Mb at 6.0Mbps ~ 10min 
500Mb at 3.0Mbps ~ 20min 
500Mb at 2.0Mbps ~ 30min 
500Mb at 1.5Mbps ~ 45min 
500Mb at 768Kbps ~ 1.5 hrs 
 
Once the download is complete, installation time is approximately 15 minutes. 
 

IMPORTANT NOTE: 

You must leave the VCI docked until the update is complete and the tool has been rebooted 
to the main screen.  Once the update is complete, again, power down the tool for 30 
seconds.  The VCI must be bound to the handset following this update.  Follow the simple 
instructions below. 

1. Power on Tool 
2. Select Utilities 
3. Select Network 
4. Select Wireless 
5. Select the Network Type (Peer to Peer, Infrastructure, or VCI Docked Mode) 

This process will bind the VCI to the handset.  For more detailed information select Help from 
the Network Type screen. 

 

Peer to Peer                       

Infrastructure                         To set up wireless access point ,  

VCI Docked Mode                   use channels 1,7,or 8                    



 

 

New Additions:  

New Coverage: 
¥ 2008 General Motors is now available for the top 5 systems 
¥ 2008 Toyota is now available for the top 6 systems  
¥ 2008 Honda is now available for engine, transmission and hybrid systems 
¥ 2007 Domestic Diagnostic Information is now available [TSB Reference, Symptoms, PCM 

Pin, Drive Cycle]  
¥ 2008 Chrysler special test coverage has been enhanced 
¥ 1992-2008 Chrysler has 126 new ABS new special tests 
¥ 1996-2008 General Motors has 336 new ABS special tests 
¥ 1994-2008 Ford has 30 new ABS special tests 
¥ 1994-2008 Nissan has 13 new ABS special tests 
¥ 1996-2008 Mitsubishi has 121 new ABS special tests 
¥ 1998-2008 Toyota has 105 new ABS special tests 
¥ 1998-2008 Mazda has 27 new ABS special tests 
 
This release features a total of 758 new ABS special tests! 

Technician Reported Defect Fixes:  

Vehicle Communication: 
¥ 1996-2007 General Motors communication has been improved  
¥ 2000-2007 Hyundai communication has been improved 
¥ 2007 Kia communication has been improved  
¥ 1996-2006 Nissan communication has been improved 
¥ 1999-2007 Ford communication has been improved 

Performance:  
¥ Datastream loading has been improved by 20% in this update 
¥ Vehicle selection has been improved by 79% over the last two updates  
¥ DTC loading time has been improved by 50% in this update 
¥ These improvements are in addition to the significant performance improvements made in 

January revision 1.5.5 ! 

 

 



 
Wireless Communication:  

¥ Over all  connectivity and stability  of  wireless communications has been improved 
 

Helpful Hint s:  For optimal wireless performance when setting up an access point, you must use 
channels 1,7,or 8 on your Router.  For set up procedures, see your wireless router reference 
manual, or contact a Network support professional such as Geek squad.  
 
Also, it is important for your shopÕs wireless performance to strategically locate your wireless 
access point ( antenna ) in close proximity to your service bay.  

 

 

User Interface:  
¥ Scope wiring diagram scrolling has been enhanced 
¥ Enhanced descriptions to aid in proper vehicle selection have been added  

Next Release:  

           We will focus on more Vehicle coverage for a wide assortment of years 


